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شیخ اجل ، سعدی شیرازی

ی را عز ّ و جلّ  كه طاعتش موجب  قربت است و  به شكر اندرش مزيدنعمت. هرنفسى كه فرو مى رود، ممدّ حيات  است    ت خدا
ّ

من

و چون برمى آيد، مفرّح ذات؛ پس در هر نفسى دو نعمت موجود است و بر هر نعمت شكری واجب.
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       MODEL:    X610Technical Spesifications
100LitresTest Volume

450×500×450mmInterior Dimension

640×1200×750mmExterior Dimension

0.1m3Storage Area

1pcsShelf

+2Segment Display 7

+ optional-Pc control

+ optional-Termal Printer

+2  oC   -   + 45  oC    ±  0.1oCTemperature Range

%40 RH to %90  RH     ± 0.3 RH%RHHumidity Range

220V/ 50HzV/HzElectrical Conection

       MODEL:    X630Technical Spesifications
300LitresTest Volume

900×600×550mmInterior Dimension

1500×900×780mmExterior Dimension

0.3m3Storage Area

2pcsShelf

+2Segment Display 7

+ optional-Pc control

+ optional-Termal Printer

+2  oC   -   + 45  oC    ±  0.1oCTemperature Range

%40 RH to %90  RH     ± 0.3 RH%RHHumidity Range

220V/ 50HzV/HzElectrical Conection

       MODEL:    X640Technical Spesifications
400LitresTest Volume

1000×650×650mmInterior Dimension

1600×950×880mmExterior Dimension

0.4m3Storage Area

2pcsShelf

+2Segment Display 7

+ optional-Pc control

+ optional-Termal Printer

+2  oC   -   + 45  oC    ±  0.1oCTemperature Range

%40 RH to %90  RH     ± 0.3 RH%RHHumidity Range

220V/ 50HzV/HzElectrical Conection

       MODEL:    X620Technical Spesifications
200LitresTest Volume

8500×500×450mmInterior Dimension

1450×800×680mmExterior Dimension

0.2m3Storage Area

2pcsShelf

+2Segment Display 7

+ optional-Pc control

+ optional-Termal Printer

+2  oC   -   + 45  oC    ±  0.1oCTemperature Range

%40 RH to %90  RH     ± 0.3 RH%RHHumidity Range

220V/ 50HzV/HzElectrical Conection

       MODEL:    X650Technical Spesifications
500LitresTest Volume

750×750×1040mmInterior Dimension

1620×930×1040mmExterior Dimension

0.5m3Storage Area

2pcsShelf

+2Segment Display 7

+ optional-Pc control

+ optional-Termal Printer

+2  oC   -   + 45 oC    ±  0.1oCTemperature Range

%40 RH to %90  RH     ± 0.3 RH%RHHumidity Range

220V/ 50HzV/HzElectrical Conection

       MODEL:    X660Technical Spesifications
600LitresTest Volume

1400×850×850Interior Dimension

2000×1050×1100Exterior Dimension

0.6m3Storage Area

2Shelf

+Segment Display 7

+ optionalPc control

+ optionalTermal Printer

+2  oC   -   + 45  oC    ±  0.1oCTemperature Range

%40 RH to %90  RH     ± 0.3 RH%RHHumidity Range

220V/ 50HzV/HzElectrical Conection

7 Segment Basic Control Unit (  500 litre Housing/X650)
with 99 Cycle day and night setting and easy to use
 full control with memberan keypad functions

7 Segment Basic Control Unit
 (  600 litre Housing/X660)
with 99 Cycle day and night setting and easy to use
 full control with memberan keypad functions

7 Segment Basic Control Unit
 (  300 litre Housing/X630)
with 99 Cycle day and night setting and easy to use
 full control with memberan keypad functions

7 Segment Basic Control Unit
 (  400 litre Housing/X640)
with 99 Cycle day and night setting and easy to use
 full control with memberan keypad functions

7 Segment Basic Control Unit
 ( 200 litre Housing/X620)
with 99 Cycle day and night setting and easy to use
 full control with memberan keypad functions

7 Segment Basic Control Unit
 (  100 litre Housing/X610)
with 99 Cycle day and night setting and easy to use
 full control with memberan keypad functions

 Technical Spesifications Seed Germinator

X610

X650

X660

X620

X630

X640

دستگاه ژرمیناتور با سیستم کنترل فول اتوماتیک
ژرمیناتور های شــرکت فاطر الکترونیک با سیســتم کنترل بســیار دقیق حرارت 
و رطوبت و امکانات متنوع جهت فرایند برنامه ریزی دســتگاه برای انجام آزمایشــات مورد 

نظر مراکز تحقیقات کشــاورزی بســیار مناســب بوده و با کنترل دقیق این فرایند و اطمینان 

در حصول نتیجه مورد نظرکارشناســان آزمایشــگاه صحت عملکرد و دقت در نتایج را به 
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       MODEL:    X680       MODEL:    X670Technical Spesifications
20001000LitresTest Volume

1480×530×6801480×530×680Interior Dimension

2090×700×9602090×700×960Exterior Dimension

1.31.3m2Storage Area

22Shelf

++Segment Display 7

+ optional+ optionalm2Pc control

+ optional+ optionalTermal Printer

+2 oC - + 40 oC  ±  0.1+2 oC - + 40 oC  ±  0.1oCTemperature Range

%RHHumidity Range

       MODEL:  X6504DTechnical Spesifications
600LitresTest Volume

1480×530×680Interior Dimension

2090×700×960Exterior Dimension

1.3m2Storage Area

2Shelf

+Segment Display 7

+ optionalm2Pc control

+ optionalTermal Printer

+2  oC   -   + 40  oC    ±  0.1oCTemperature Range

%RHHumidity Range

V/HzElectrical Conection

       MODEL:    X6502DTechnical Spesifications
600LitresTest Volume

1480×530×680mmInterior Dimension

2090×700×960mmExterior Dimension

1.3m3Storage Area

2pcsShelf

+2Segment Display 7

+ optional-Pc control

+ optional-Termal Printer

+2  oC   -   + 40  oC    ±  0.1oCTemperature Range

%40 RH to %90  RH     ± 0.3 RH%RHHumidity Range

220V/ 50HzV/HzElectrical Conection

سیستم کنترل دستگاه ها و امکانات جانبی
کلیــه دســتگاههای ژرمیناتور فاطر الکترونیک بــا دو نوع کنترل دقیق حرارت، 

رطوبت ، نور و زمان با اســتفاده از جدیدترین ریزپردازنده های مورد اســتفاده توســط 

کمپانیهای بزرگ سازنده دستگاههای کنترلی تولید می گردند.

 ) 7 SEGMENT ( 1- سیستم کنترل با نمایشگر دیجیتال معمولی

      با استفاده ازریزپردازنده ATMEL  با دقت کنترل:
     امکان تعریف 1 تا 99 شبانه روز  با قابلیت کنترل اتوماتیک حرارت و رطوبت بصورت 

      مستقل برای روز و شب) در مدلهای پروگرامر امکان تنظیم حرارت و رطوبت برای 
       ساعتهای مختلف روز و شب تا 10 مرحله امکان پذیر است

     حرارت 2+ تا 45+ درجه سانتیگراد با دقت  0.1 ± درجه سانتیگراد 

±RH 1%  با دقت کنترل   RH  90%  تا  RH 30% رطوبت     
      نور با کنترل 0 تا 100% شدت روشنایی در تمام طبقات بصورت مستقل 

      کنترل زمان با 10 برنامه قابل تنظیم براساس برنامه های کاربردی مختلف

      صفحه نمایشگر دو ردیفه برای نمایش تنظیمات و موقعیت کنترلی دستگاه 

)TOUCH PANEL LCD ( 2- سیستم کنترل با نمایشگر گرافیک رنگی

      با استفاده از  مادر برد pc base   و ریزپردازنده سری ARM با خروجی های 

     USB-LAN-SD card Serial port بادقت کنترل بالا با مشخصات زیر:
      حرارت 2+ تا 45+ درجه سانتیگراد با دقت  0.1 ±درجه سانتیگراد 

      ±RH  0.3و تولرانس±RH  0.1  با دقت کنترل   RH  90%  تا  RH 30% رطوبت      
       نور با کنترل 0 تا 100% شدت روشنایی در تمام طبقات بصورت مستقل 

       کنترل زمان با 99 سیکل شبانه روز و برنامه قابل تنظیم براساس برنامه های کاربردی مختلف

       صفحه نمایش گرافیک رنگی تاچ کنترل با قابلیت نمایش گرافیکی پارامترهای کنترلی 

       امکان اتصال به کامپیوتر و ذخیره اطلاعات در کامپیوتر از طریق شبکه و امکان کنترل از 

      راه دور دستگاه و امکان ثبت اطلاعات روی پرینتر در مدلهای سفارشی
  USB دستگاه وانتقال اطلاعات از طریق پورت  SD CARD  ذخیره اطلاعات در حافظه داخلی و       

        یا SD card وثبت اطلاعات براساس برنامه زمانی تعریف شده توسط کاربر دستگاه

       امکان احضار برنامه های از پیش برنامه ریزی شده و اجرای آن توسط سیستم کنترل 

       امکان تعریف کاربران مختلف و سطح دسترسی به قسمتهای مختلف با تعریف محدودیتهای   

      لازم توسط کاربر اصلی)مدیر آزمایشگاه(

       MODEL:    X680       MODEL:    X670Technical Spesifications
20001000LitresTest Volume

1480×530×6801480×530×680Interior Dimension

2090×700×9602090×700×960Exterior Dimension

1.31.3m2Storage Area

22Shelf

++Segment Display 7

+ optional+ optionalm2Pc control

+ optional+ optionalTermal Printer

+2 oC - + 40 oC  ±  0.1+2 oC - + 40 oC  ±  0.1oCTemperature Range

%RHHumidity Range

X670
X680

7 Segment Basic Control Unit
 (  1200 litre Housing/X670)
with 99 Cycle day and night setting and easy to use
 full control with memberan keypad functions

7 Segment Basic Control Unit
 (  2000 litre Housing/X670)
with 99 Cycle day and night setting and easy to use
 full control with memberan keypad functions

FATER ELECTRONIC
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       MODEL:    X614TCTechnical Spesifications
300LitresTest Volume

1000×650×650mmInterior Dimension

1600×980×880mmExterior Dimension

0.4m3Storage Area

3pcsShelf

10.4 inch1Touch control LCd

+ optional-Pc control

+ optional-Termal Printer

+2  oC   -   + 45  oC    ±  0.1oCTemperature Range

%40 RH to %90  RH     ± 0.3 RH%RHHumidity Range

220V/ 50HzV/HzElectrical Conection

       MODEL:    X617TCTechnical Spesifications
400LitresTest Volume

1200×800×700mmInterior Dimension

1800×110×930mmExterior Dimension

0.7m3Storage Area

3pcsShelf

10.4 inch1Touch control LCd

+ optional-Pc control

+ optional-Termal Printer

+2  oC   -   + 45  oC    ±  0.1oCTemperature Range

%40 RH to %90  RH     ± 0.3 RH%RHHumidity Range

220V/ 50HzV/HzElectrical Conection

       MODEL:    X612TCTechnical Spesifications
200LitresTest Volume

8500×500×450mmInterior Dimension

1450×800×680mmExterior Dimension

0.2m3Storage Area

2pcsShelf

10.4 inch1Touch control LCd

+ optional-Pc control

+ optional-Termal Printer

+2  oC   -   + 45  oC    ±  0.1oCTemperature Range

%40 RH to %90  RH     ± 0.3 RH%RHHumidity Range

220V/ 50HzV/HzElectrical Conection

Seed Germinator With Full Automatic Pc Base Control System
Touch Panel Color LCD With Data Logger and many mor 
Functions( 200 litre/X612TC )
easy to use and very clear full control with memberan keypad functions
Ultra Sonic Humidity maker , Temp and Humidity High low level control Alarm
Automated Water feed , With Acturacy Temp and Humidity Control System,include Deley Time

Seed Germinator With Full Automatic Pc Base Control 
System
Touch Panel Color LCD With Data Logger and many 
mor Functions( 1200 litre/X6120TC )
easy to use and very clear full control with memberan keypad functions
Ultra Sonic Humidity maker , Temp and Humidity High low level control Alarm
Automated Water feed , With Acturacy Temp and Humidity Control System,include Deley Time

Seed Germinator With Full Automatic Pc Base Control 
System
Touch Panel Color LCD With Data Logger and many 
mor Functions( 2000 litre/X6122TC )
easy to use and very clear full control with memberan keypad functions
Ultra Sonic Humidity maker , Temp and Humidity High low level control Alarm
Automated Water feed , With Acturacy Temp and Humidity Control System,include Deley Time

Seed Germinator With Full Automatic Pc Base Control System
Touch Panel Color LCD With Data Logger and many mor 
Functions( 400 litre/X614TC )
easy to use and very clear full control with memberan keypad functions
Ultra Sonic Humidity maker , Temp and Humidity High low level control Alarm
Automated Water feed , With Acturacy Temp and Humidity Control System,include Deley Time

Seed Germinator With Full Automatic Pc Base Control System
Touch Panel Color LCD With Data Logger and many mor 
Functions( 700 litre/X617TC )
easy to use and very clear full control with memberan keypad functions
Ultra Sonic Humidity maker , Temp and Humidity High low level control Alarm
Automated Water feed , With Acturacy Temp and Humidity Control System,include Deley Time

X612TC

X614TC

X617TC

       MODEL:    X6120TCTechnical Spesifications
500LitresTest Volume

750×750×1040mmInterior Dimension

1620×930×1040mmExterior Dimension

1.2m3Storage Area

2pcsShelf

10.4 inch1Touch control LCd

+ optional-Pc control

+ optional-Termal Printer

+2  oC   -   + 45 oC    ±  0.1oCTemperature Range

%40 RH to %90  RH     ± 0.3 RH%RHHumidity Range

220V/ 50HzV/HzElectrical Conection

       MODEL:    X6122TCTechnical Spesifications
600LitresTest Volume

1600×1800×700Interior Dimension

2100×2130×850Exterior Dimension

2m3Storage Area

6Shelf

10.4 inchSegment Display 7

+ optionalPc control

+ optionalTermal Printer

+2  oC   -   + 45  oC    ±  0.1oCTemperature Range

%40 RH to %90  RH     ± 0.3 RH%RHHumidity Range

220V/ 50HzV/HzElectrical Conection

Touch Panel Lcd Control Unit
easy to use and very clear programs
with many functions.
main functions description and 
indicators in 6000  Series controles with 
touch control panels

X6120TC

X6122TC

FATER ELECTRONIC
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ِDouble and Quad Full Controled Climatic Chambers
Double and Quad housing & programable touch screen control system
with high acturacy temp and humidity control systems

X6102TC

 Technical Spesifications Seed Germinator
With touch Screen LCD monitor & 
Data Logger (temp and humidity

TEMP INDICATOR
this indicator show the chamber inside temparature

HUMIDITY INDICATOR
this indicator will show the chamber inside humidity

LIGHT INDICATOR
show the chamber inside brightness light and UV light

TIMER INDICATOR
this indicator will show the program timer valiues

FAN INDICATOR
this indicator will show fan working

GRAPH INDICATOR
show temp,humidity and time working graph

FLAP INDICATOR

CO2  INDICATOR
this indicator show co2 valiue

HUMIDITY ALARM
this indicator show humidity alarm setting

TEMP ALARM
this indicator show temp alarm setting

Touch Panel Lcd Control Unit
FSTN Color LCD Monitor with LED Backlight and very 
clear programs with many functions.
main functions description and indicators in fater 
6000 Series controlers with touch  panels as below:

سیستم کنترل دستگاه ها و امکانات جانبی
کلیــه دســتگاههای ژرمیناتور فاطر الکترونیک بــا دو نوع کنترل دقیق حرارت، 

رطوبت ، نور و زمان با اســتفاده از جدیدترین ریزپردازنده های مورد اســتفاده توســط 

کمپانیهای بزرگ سازنده دستگاههای کنترلی تولید می گردند.

 ) 7 SEGMENT ( 1- سیستم کنترل با نمایشگر دیجیتال معمولی

      با استفاده ازریزپردازنده ATMEL  با دقت کنترل:
     امکان تعریف 1 تا 99 شبانه روز  با قابلیت کنترل اتوماتیک حرارت و رطوبت بصورت 

      مستقل برای روز و شب) در مدلهای پروگرامر امکان تنظیم حرارت و رطوبت برای 
       ساعتهای مختلف روز و شب تا 10 مرحله امکان پذیر است

     حرارت 2+ تا 45+ درجه سانتیگراد با دقت  0.1 ± درجه سانتیگراد 

±RH 1%  با دقت کنترل   RH  90%  تا  RH 30% رطوبت     
      نور با کنترل 0 تا 100% شدت روشنایی در تمام طبقات بصورت مستقل 

      کنترل زمان با 10 برنامه قابل تنظیم براساس برنامه های کاربردی مختلف

      صفحه نمایشگر دو ردیفه برای نمایش تنظیمات و موقعیت کنترلی دستگاه 

)TOUCH PANEL LCD ( 2- سیستم کنترل با نمایشگر گرافیک رنگی

      با استفاده از  مادر برد pc base   و ریزپردازنده سری ARM با خروجی های 

     USB-LAN-SD card Serial port بادقت کنترل بالا با مشخصات زیر:
      حرارت 2+ تا 45+ درجه سانتیگراد با دقت  0.1 ±درجه سانتیگراد 

      ±RH  0.3و تولرانس±RH  0.1  با دقت کنترل   RH  90%  تا  RH 30% رطوبت      
       نور با کنترل 0 تا 100% شدت روشنایی در تمام طبقات بصورت مستقل 

       کنترل زمان با 99 سیکل شبانه روز و برنامه قابل تنظیم براساس برنامه های کاربردی مختلف

       صفحه نمایش گرافیک رنگی تاچ کنترل با قابلیت نمایش گرافیکی پارامترهای کنترلی 

       امکان اتصال به کامپیوتر و ذخیره اطلاعات در کامپیوتر از طریق شبکه و امکان کنترل از 

      راه دور دستگاه و امکان ثبت اطلاعات روی پرینتر در مدلهای سفارشی
  USB دستگاه وانتقال اطلاعات از طریق پورت  SD CARD  ذخیره اطلاعات در حافظه داخلی و       

        یا SD card وثبت اطلاعات براساس برنامه زمانی تعریف شده توسط کاربر دستگاه

       امکان احضار برنامه های از پیش برنامه ریزی شده و اجرای آن توسط سیستم کنترل 

       امکان تعریف کاربران مختلف و سطح دسترسی به قسمتهای مختلف با تعریف محدودیتهای   

      لازم توسط کاربر اصلی)مدیر آزمایشگاه(

7 Segment Basic Control Unit
easy to use and very clear
 full control with memberan keypad functions

نصب و راه اندازی و گارانتی
      کلیــه دســتگاههای تولیــدی شرکــت فاطرالکترونیــک دارای ســه ســال 

ــس از  ــات پ ــی و خدم ــات  یدک ــن قطع ــت تامی ــال ضمان ــی و ده س گارانت

فــروش مــی باشــد.

   نصــب و راه انــدازی دســتگاههای اتاقــک تســت پایــداری توســط 

ــگاه  ــل آزمایش ــگان در مح ــورت رای ــت بص ــن شرک ــان و متخصصی کارشناس

انجــام مــی شــود.

    کلیــه تغییــرات در نــرم افــزار هــای دســتگاهها و ارتقــاء آنهــا بصــورت 

رایــگان انجــام مــی شــود.

    کارت گارانتــی طبــق نمونــه روبــرو همزمــان بــا تحویــل دســتگاه 

ــردد. ــی گ ــدار م ــل خری ــادر  و تحوی ــت ص ــروش شرک ــد ف ــط واح توس

X6104TC

FATER ELECTRONIC
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CERTIFICATE
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