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Temperature test chambers

With the ideal performance range for constant & cyclic

temperature tests



Compact class for laboratory ...

The temperature test chambers AT series & ATC
series are especially designed for use in
laboratories.

Castors, provided as a standard feature, make
these chambers highly mobile.

The control and communication system provides
the highest level of operating convenience, with
the removable, menu controlled color touchpanel
with graphics capable display.
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Optimize & Secure Your Product Quality ...



Temperature Testing Technology ...

The special silicon gasket with intelligent heater
that active in temperature below 40 degrees of
centigrade increasing silicon gasket keep normal
form of itself.

Six ply glass increasing silica jell & anti pressure
with beautiful silicon frame .
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Ensures optimum function & reliability in the automobile industry,
electrical / electronics industry , material & military testing



Modeling & Information Table ...

Temperature deviation in time 1) +0.1to+0.7 +0.1to 1.0

Temperature homogeneity in space 2) +05t0+15 +05t0+1.6

Heat compensation max. W 2500 1500 5000 5000

External dimensions Width mm 850 730 1200 1200
Depth mm 1830 1100 1830 1830
Height mm 1680 1320 2030 2030

220 V 50 Hz 380 V 50 Hz

Performance values refer to +25 °C ambient temperature .
1)  Measured in the middle of test space.
2)  Relative to the set value in temperature range from t min to +80 °C for AT 4001, AT 7004 & from t minto +150 ° C for AT 4005 ,
AT7005
3)  Inaccordance with IEC 60068-3-5
4)  Measured in 1 m distance from the front and in 1.6 m height at free field measurement according to EN 1SO 11201 .

Very Compact & Beautiful View...




Operation , Configuration & Options ...

Touch panel system controller with two language
(Persian/English) supported error message , menus &

keys .

contents aryasoft soft ware that can run 24 segments
program in two form ramp / steps / loop & also in fix
mode attendant fuel color touch panel .

Standard equipment

Door with window and lighting
Dehumidification during heating
cycle.

Safety for high temperature.
Holder for shelf .

Air-cooled refrigeration unit
Calibration of 2 temperature
values

Arya soft software with fix
mode & program controller
Touch panel

Canal for enter cable to chamber
cabin, in 95 mm @

Portable Chiller ... %
SARM X YESH

Mini ...
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Options

Water — cooled condenser
Chiller for condenser
Network card & software

Shelves
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. Constant Climates ULTRA LOW FREEZER SERIES m%m

Series ATCO. [ \WEALSO HAVE MINI MODEL N 45 LTERS.

SARM

Head office address : no 17 avale sharghi st 27 metri eshraghi st Tehran
now Ave Tehran Iran

YESH

Tel : (+98)(21)77828072 — 77690172

Email : info@aryasarmayesh.com

Site : www.aryasarmayesh.com

Fax : (+98)(21)77690173
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