
Compression & Flexural Testing Devices
-------------------------------------------------------------

Model CE 260 CE 270 CE 280

Description Digital Indicator Compression Machine Semi Automatic Compression Machine Automatic Compression Machine

Capacity 320kN 320kN 320kN

Accuracy 500N 500N 500N
Distance Between 

Plates 250mm 250mm 250mm

Stroke limit 40mm 40mm 40mm

Selectable 
Measuring force kgf kgf, N, lb kgf, N, lb

Digital Indicator Digital LCD 2x16 backlight - made in 
Iran

Digital LCD 4x16 backlight - made in 
Taiwan

Digital LCD  touchscreen 7 inch - made 
in Taiwan

Communication Port Serial Communication Port- RS232 Serial Communication Port- RS233 Serial Communication Port- RS234

Calibration Possible with internal Software Possible with internal Software Possible with internal Software

Possibility to use 
with Length 
Transducer

-

Reporting Software
Includes Processing and 

Report Generation Software with
 Microsoft Excel

Includes Processing and 
Report Generation Software with

 Microsoft Excel

Includes Processing and 
Report Generation Software with 

Microsoft Excel

Dim.L×W×H 640x350x1300mm 640x350x1300mm 1150×550×1300mm

Weight 250kg 250kg 290kg

Model CE 300 CE 320

Description Compressive Device Flexural Device

Specimens Dim. 40x40x40mm 
50x50x50mm 40x40x160mm

Meet To Standard No. ASTM C109 ASTM C348

Dim.L×W×H 125 ×100×270mm 125×100×230mm

Weight 6kg 8.4kg

66

www.azmoontest.com


