کاتالوگ دستگاه :
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	TECHNICAL DATA  
	TA.R 125 CE
	TA.R 125
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	Electric motor
	4kw / 380 v/50& 60 Hz
	3kw / 380 v/50& 60 Hz

	[image: image3.png]



	Optimum Capacity
	200 Kg / h
	150 Kg / h
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	Max. Capacity
	350 Kg / h
	250 Kg / h
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	Max. Feed size
	< 100 mm
	< 80 mm
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	Product size ( mm )
	2 – 40 Adjustable
	2 – 30 Adjustable
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	Aperture dimension
	90 × 125 mm
	90 × 100 mm
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	Jaw material
	MN – Steel
	MN – steel
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	Main frame
	Cast Anti oxidant Alloy
	Cast Anti oxidant Alloy 
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	Feeder
	Stainless Steel
	Stainless Steel
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	Produce collector Box
	Stainless Steel
	Stainless Steel
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	Cleaner Brush
	Steel
	Steel
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	Control panel
	Electric / Electronic
	Electric
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	Dust collector
	Optional
	Optional
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	Chromium steel / tungsten carbide jaw 
	Optional
	Optional
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	Approx. dimensions
	50 W × 90 L × 75H
	40 W × 90 L × 70 H
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	Approx. weight
	200 Kg
	160 Kg


