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	TECHNICAL DATA
	Mechanical TA 100 - SB
	DIGITAL TA 100 –SBD
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	ELECTRIC MOTOR 
	380 v / 750 w 
	380 v / 1100 w 
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	Electric motor safety index 
	IP 55 
	IP 55 
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	Table dimension 
	50 × 85 Cm 
	65 × 110 Cm 
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	Table material 
	Fiberglass / Plexiglas 
	Fiberglass / Plexiglas 
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	Sink / valves 
	Stainless steel 
	Stainless steel 
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	Feeder / Collector 
	Stainless steel 
	Stainless steel 
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	Feeding Rate 
	Adjustable 
	Adjustable 
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	Shacking Table Frequency 
	230 – 380 Hz 
	200 – 400 Hz 
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	Shacking table slope 
	Adjustable 
	Adjustable 
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	Frequency length Adjustable 
	8 – 25 mm 
	5 – 25 mm 

	[image: image12.png]



	Frequency display 
	Mechanical 
	Digital 
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	Control panel 
	Electronic board 
	Electronic board 
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	Capacity 
	25 – 40 Kg / h 
	40 – 60 Kg / h 
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	Approx. dimension( cm ) 
	150 L × 80 W × 90 H 
	190 L × 95 W × 85 H 
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	Approx. weight 
	95 Kg 
	130 Kg 


