
                    Flexural Device for Concrete Beam
------------------------------------------------------------
ASTM C78, C293
BS 1881:118
EN 12390-5

150x150x650 mm 100x100x500mm

Plastic Concrete Compression Test
------------------------------------------------------------

 HMI7
 LVDT

–

3 0.01 mm/min

60mm
165mm

Model CO 270
Description Flexural Device for Concrete Beam

Dim.LxWxH 400x1270x290mm
Weight 45kg

Model CO 272 CO 275 CO 276

Description Plastic Concrete Compression Test Plastic Concrete Compression Test Plastic Concrete Compression Test

Capacity 30kN 50kN 100kN

Accuracy 10N 20N 50N

Indicator Digital LCD 4x16 backlight - made 
in Taiwan

Digital LCD 4x16 backlight - made 
in Taiwan

Digital LCD 4x16 backlight - made 
in Taiwan

Flowmeter Digital displacement Transducer 
50mm, Div. 0.01mm

Digital displacement Transducer 
50mm, Div. 0.01mm

Digital displacement Transducer 
50mm, Div. 0.01mm

Power Supply 66kg.cm, 220V, 50Hz 88kg.cm, 220V, 50Hz 1kW, 220V, 50Hz
Stroke Switche 50mm 50mm 50mm
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