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 یستمس یککه توسط  یدگی، کاغذ و کارتن در برابر ترک ینساج یمقاومت پارچه ها یزانم یینتع یدستگاه برا ینکاربرد: ا

 .یردگ یشود  مورد استفاده  قرار  م یبر  آن اعمال  م یدرولیکیه

 :عملکرد دستگاه

دو فک گرد به صورت محکم نگهداشته  ینشده است را در ب یر طبق ابعاد استاندارد به شکل گرد آماده سازمورد نظر که ب نمونه

دستگاه منبسط شده  یدرولیکیه یستمباشدکه در هنگام اعمال فشار توسط س یم یکصفحه از جنس لاست یکنمونه  یرشود.در ز یم

 یدنترک یازبرایمورد ن یروین یزانشود.م یدگیکه نمونه دچار ترک ییتا جا دیاب یکار ادامه م ین. ایدنما یاعمال م یروو بر نمونه ن

 شود. ینمونه توسط فشار سنج دستگاه نشان داده م
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Technical data: 

Capacity 0~100 kgf/cm2(0.01 kgf/cm2) 

Interface HMI 

Controller PLC 

Resolution 

0.005kgf/cm2 

 

Unit kgf/cm2, psi,Mpa 

Load  resolution 1 / 25,000 

Clamping force 3~12kgf/cm2 (Adjustable) 

Pressing speed 170±10 ml / min(Adjustable) 

Sensing method Pressure transducer 

Rubber diaphragm High pressure 

Dimension (W×D×H) 43×53×52 cm 

Weight (approx) 

67 kg 

 

Power 1ƒ， AC220V，50/60Hz，3A , 1kgf / c ㎡ = 98 kPa 

 

Standards: 

The design of this tester complies with ASTM-D2210, TAPPI-T403 , 

and JIS-P8112, L1018, L1004 

 

 

 

 


