
 

 

(CM)Divider Capacitor

100 kV/100 pF 

 

 

 

 

ACAC

  100 [100kV]

=  100 [PF]

 =  10.5 [kg]

(MF)Sphere Gap

  

  

  



 

 

(D)High Voltage Diode

DC

= 140 [kV]

= 500 [kΩ]

= 20 [mA]

=  5 [Kg]

(KF)Sphere Gap

= 140 [kV]

= 100 [mm]

= 80 [mm]

= 8.6 [Kg]



 

 

DC

= 140 [kV]

= 10000 [PF] 

 11 [Kg]

(CB)Load Capacitor

140 kV/1200 pF 

•  

 

 

 

 

= 140 [kV]

= 1200 [PF] 

10.5 [Kg]



 

 

(RE)WaveTail Resistor

= 140 [kV]

= 6100 [Ω]

= 4.8 [Kg]

= 282 [kΩ]

= 5.4 [Kg]

(CS)Impulse Capacitor

 140 kV/1000 pF

•  

 

 

 



 

 

DC

= 140 [kV]

= 10 [MΩ] 

5.4 [Kg]

60 [W]

:(RD)WaveFront Resistor

= 140 [kV]

= 260 [Ω]

= 4.5 [Kg]

= 43 [kΩ]

= 5.4 [Kg]



 

 

(RM)Measuring Resistor

DCAC

100 [kV]

= 140 [kV] 

= 280 [MΩ] 

 0.5 [mA]

 5.5 [Kg]

(RL)Charging Resistor

ACDC



 

 

(AC/DC/Impulse)

(T)High Voltage Transformer

 

 

 

 

 

= 220 [V]

= 100 [kVrms]

= 5 [kVA]

= 50 [Hz]

= 200 [Kg]

a

b 

c


