
 
 
 
 
 

 

Technical Specifications 

 
• Azimuth ٣٦٠‐٠ ° (+/‐٠.٥° Accuracy) 

• Inclination ١٨٠‐٠ ° (+/‐٠.٠٥° Accuracy) 

• Tool Face ٣٦٠‐٠ ° (+/‐٠.٥° Accuracy) 

• Magnetic Field 

+/‐٢٠٠uT or +/‐ ٢٠٠٠mGauss 

(+/‐٠.٠٠٣uT or +/‐٠.٠٣mGauss Accuracy) 

• Temperature ‐٢٠°C to ١٥٠°C 

Continuous within specifications 

‐٤٠°C to ٢٠٠°C survival 

• Shock ٩٠٠ g peak, ٠.٥ms 

Half sine (‐٤٠°C ‐ ١٢٠°C) 

٧٠٠ g peak, ٠.٥ms 

Half sine (٧٠°C ‐ ١٨٥°C) 

• Vibration ٣٠ g sine sweep 

٢٠٠٠ ‐ ٥٠ Hz (‐١٨٥ ‐ ٤٠°C) 

٢٠ g RMS ١٠٠٠ ‐ ٥ Hz, 

٠.٤g٢/Hz 

• Power Requirements 

+/‐ ١٥vdc nominal @ ٧٠ma max 

+/‐ (١٨ ‐ ١٢ vdc) min/max 

• Warm‐Up Time Operate to 

Specifications within ١.٥ seconds 

After power up 


