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SPEED CONTROLED
MULTI ATTACHMENT
MINI SHAKER

MS602 MINI SHAKER
Standard Attachment
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MS601 MINI SHAKER
one hand Attachment
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MS602 MINI SHAKER
Microtitre plate Attachment
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multi attachment shakers
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MS602 - MS601 SHAKERS

MS 602 Minishaker

Universal, small-sized shaker. With an orbit of 4.5 milimeter and a speed range
of 0-2,500 rpm, the MS 602 is suitable for all small vessels.

e Electronic speed control

e Convenient handing provided by control console facing the operator

e Flat construction

e Attractive design

e Can either be operated continuosly or with automatic starter, wich
is triggered by pressing the attachment

MS 601 Minishaker

Same features as MS 602, additionally suitable for
work with a microtiter plate . Large selection of
attachments .

MINI SHAKERS SPECIFICATIONS

Shaking motion Orbital
Orbital diameter 4.5 mm
Permissible Shaking Weight ( with attachment ) 0.5kg
Motor rating input/output 18M10W
Permissible ON-time 100%
Speed range 0-2,500 rpm
Speed display scale
Dimensions (w x D x H) 137x225%75 mm
Weight (without Attachment) 35kg
Permissible ambient temperature 5-40'C
Permissible humidity 80%
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