
 

 اندازه گیر پالس های فوق کوتاه    

Twave-Femtosecond Pulse 
Measurement 

 



CoreWave’s YDFL1030 is an innovative and competing product which 

provides the customer with ultra-short output pulses as short as 150 fs and 

output average powers up to 12 W at the central wavelength of 1030 nm 

and repetition rate of 50 MHz. This robust and compact femtosecond fiber 

laser system is a powerful laser machine which integrates the latest 

achievements in femtosecond technology into a commercial product 

(Supercontinuum Amplification). It is ideal for applications in 

 

 ویژگی ها 

 کیلو هرتز 01نرخ تکرار ورودی بیش از  

 بازه ی طول موجی گسترده

 بازه ی پهنای زمانی پالس گسترده

 عملکرد صنعتی، آزمایشگاهی

 

 کاربرد

 اندازه گیری پهنای زمانی تپ لیزر 

یک اتوکلریتور برای اندازه گیری پالس های کوتاه و فوق کوتاه است.  SACFسامانه 

پیکوثانیه را  01فمتوثانیه تا  01این سامانه توانایی اندازه گیری پهنای تپ لیزر از 
دارد. با جایگزینی آشکارساز این سامانه می توان پهنای تپ لیزرهای با طول موج 

 نانومتر را اندازه گیری کرد.  1111تا  051



 

 مشخصات فنی

054-044 

044-0044 

0044-0444 

 (nm)گستره طول موج 

 گستره پهنای تپ لیزر فمتوثانیه 04-00444

 نرخ تکرار ورودی KHz 04بیش از 

 قطبش خطی ورودی  افقی

2100 mW حساسیت 

 (Hz)آهنگ اسکن  0.1-10

 خودهمبستگی  شدتی و تداخلی 


