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Static Actuator 600kN

Standard Requirements: ASTM, DIN, ISO

Product ID

Function

Speciality

Specifications

Max. Load

Displacement Range

Shaft Dia.

Linear Speed

Measurement Precision

Maximum Pulse Output Power

Actuator Type

Data Output Extension

Capabilities

TEL: +98 21-76215492
+98 21- 22263432
FAX: +98 21-76215496

MTM-ACTR/ST600

Monotonic Controlled
Loading by Force &
Displacement

Fully Automated Process of

Loading and Data Acquisition

600 kN

300 mm

100 mm

8.3 mm/s

9%0.025 of Maximum Load

0.000005 m

5 kW
Servo-Hydraulic

Xls
(Compatible with MS Excel)

Automatic Data Logger

Stress-Strain Curve Analuses,
Auto Recognition of
Characteristic Points

Rigid Disc Load Cells

Powerful Oil Cooler to
Control the Reservoir Temp.

High Rigidity, Thich Cylinder
& Shaft

Compatible to LAN for
Remote Commanding

High Pulse Flow by Set of
Accumulators

Servo-Valve Mounted Right
on the Actuator

Operator-Error Free
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No65. 9t St. (West), Khoramdasht
Industrial Complex, Rudehen
Highway, Tehran, Iran
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