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CoreWave’s YDFL1030 is an innovative and competing product which 

provides the customer with ultra-short output pulses as short as 150 fs and 

output average powers up to 12 W at the central wavelength of 1030 nm 

and repetition rate of 50 MHz. This robust and compact femtosecond fiber 

laser system is a powerful laser machine which integrates the latest 

achievements in femtosecond technology into a commercial product 

(Supercontinuum Amplification). It is ideal for applications in 

 

 ویژگی ها 

 تله اندازی میکرو ذرات زیستی، دی الکتریک و...

 عملکرد آزمایشگاهی

 

 کاربرد

 سیستمهای تحقیقاتی لیزری و اموزشی

با کمک این کیت آزمایشگاهی میتوان تله اندازی میکروذرات زیستی، دی الکتریک 

از طریق  011xو غیره را انجام داد و همزمان تصویر ذره در محیط را نیز به کمک لنز 

ccd  مشاهده نماید. برای مطالعه دقیق تر رفتار ذره در تله از قبیل سنجش

سختی تله و نیروهای وارده از اطراف به ذره، این چیدمان قابلیت اضافه کردن 

را نیز دارد. این ماژول شامل یک دتکتور چهارتایی و نرم افزار مربوطه  OTKBماژول 

 برای سنجش سختی تله می باشد 



 

 مشخصات فنی

Optical Tweezer انبرک نوری 

   CCD:خروجی تصویر   PAL,NTSCبا فرمت 

 توان خروجی لیزر  میلی وات( 0333میلی وات )قابل انتخاب تا 333

 ولتاژ و جریان عملکردی  آمپر 4ولت  223

 لیزر فیبر ی نانومتر 579طول موج 

 ابعاد سانتی متر  50*50*50

 وزن کیلو گرم 29


