e Aviation Fuels (Automatic Phase Transition Method)

H Method for Freezing Point of Aqueous Ethylene Base Engine

FREEZING POINT TESTER

DIGITAL & AUTOMATIC FREEZING POINT TESTER
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* ISIRI 332 Engme Coolant For Automobile and Light Duty Service—Glycol Base-
Standard Test Method for Freezing Point of Aqueous Engine Coolants
+ASTM D7153-05(2010) Standard Test Method For Freezing Point of Aviation Fuels
(Automic Laser Method)
*ASTM D2386 Test Method for Freezing Point of Aviation Fuels
*ASTM D4057 Practice for Manual Sampling of Petroleum Products.
«ASTM D4177 Practice for Automatic Sampling of Petroleum and Petroleum Products "
*ASTM D1177-12 Standard Test Method for Freezing Point of Aqueous Engine e
+ASTM D5972-05(2010) Standard Test Method for Freezing Point of

*ASTM D6660-01(2014)e1 Standard Test METHOD FOR Freezing Point of

Coolants by Automatic PHASE Transition Method.
*ASTM D6660: Test Method for Freezing Point of Aqueous Ethylene

Glycol Base Coolants by Automatic phase Transition Method.
*ASTM E1177: Specification for Engine Coolant Grade Glycol.
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