
 اسپکترومترIR   نانومتر 0799-099ناحیه

متراسپکترو IR  نانومتر 0099-0799ناحیه

 اسپکتروفوتومتر و اسپکترومتر بازتابی ناحیه

نانومتر 099-0799

 اسپکتروفوتومتر و اسپکترومتر بازتابی ناحیه

نانومتر 0799-0099

 0099-099منبع نور تنگستن ناحیه طیفی 

نانومتر

 099فیبر بازتابی مخصوص ناحیه طیفی- 

نانومتر 0099

ندارد مخصوص ناحیه قرص بازتابی استا

نانومتر 0099-099طیفی 

شرکت فناوران فیزیک نور

IR Spectrometer 

Model IR 0017 IR 0025 

Sensor Photo detector 

Measuring range 

(nm) 
900-1700 1700-2500 

Optical bench Czerny turner 

Resolution 9 nm 

slit 100µm 

Signal to noise 

ratio 
700 

Exposure time - 

A/D resolution 16 bit 

Weight 800 g 

Dimensions 200mm×150mm×80mm 

Fiber optic 

connector 

(SMA905) 

600µm 

External trigger NO 

آدرس : کاشان، میدان جهاد، مرکز رشد دانشگاه کاشان 

245-55579058تلفن:   

 -09136425874همراه:   

 ایمیل:  

Optcompany@yahoo.com

Spectrometer IR0017 (900-1700 nm)

Specifications: 

 Measuring range 900-1700 nm

 Spectral resolution: 9 nm 

Signal to noise ratio: 700 

A/D resolution: 16 bit 

Weight: 800g

 Fiber optic connector: SMA

IRIR0017, NIR0025 Spectrometer 

& reflectance spectrometer 

Spectrometer IR0025 (1700-2500 nm)

Specifications: 

 Measuring range 900-1700 nm 

Spectral resolution: 9 nm 

Signal to noise ratio: 700 

A/D resolution: 16 bit 

Weight: 800g

 Fiber optic connector: SMA

Specifications

http://OPTC.ir/ 
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