
       

  

 پلاسما جت اتمسفری         
           

 

 ویژگی ها :

 فرکانس کاریو  قابلیت تنظیم پیوسته ولتاژ 

 و فرکانس ولتاژ و جریانی نمایشگر ادار 

   نیاز به سیلندر گازاستفاده از هوای محیط و عدم 

 خدمات پس از فروشسال  01ارانتی یکساله و گ 

 

 
 : کاربرد

 
افزایش چسممدندگیب بودود رن   ه منظوراتمسممفری ب جت پلاسممما

 بسته پذیری انواع فلزات و مواد پلیمری در صنایع هوافضا و چاپ و

در صممنایع سممیم وکابخ و ختول تولید برای همچنین  مواد و بندی

ماندگاری چاپ و در پژوهشممگاه ها و مزمایشممگاه ها برای افزایش 

   .ستوح کاربرد دارد مبدوستی

 

 

 

      

  

 
 

 توصیف :
 

پلاسما جت اتمسفری برای تغییر خواص مبدوستی ستح و افزایش چاپ 

مدل و این دستگاه در  نارسانا استفاده می شودپذیری سمتوح رسمانا و   

بر روی ختول قابلیت نصب  همچنین می شود.عرضه توان های مختلف 

 .را برای کار در ابعاد صنعتی دارد CNCتولید و دستگاه های 

 پلاسما جت اتمسفری 

 VAC ± 50/60 Hz 230        برق شور  

 

 ولتاژ کاری

 %011تا  1تنظیم پیوسته از با قابلیت کیلوولت  01 – 1
   

 ولتاژ خروجی

 وانت وات 311

  کیلو ولت متر

  میلی ممپر متر

 فرکانس متر

 هشدار ولتاژ بالا در خروجی

 نمایشگر ها

 محافظت اضافه بار

 محافظت کارکرد

 محافظت ها

 دمای کاری گراد ی+ درجه سانت 01 الی – 01
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Atmospheric Plasma Jet 

            

                                                              

 

 
Description 

 
The atmospheric plasma jet is used to change the surface 

wettability properties and to increase the printing ability of 

conductive and non-conductive surfaces. This device is 

product in a variety of models and power. It also has the 

ability to install on production lines and CNC machines for 

work in industrial sizes.  
 

 

 

 

  Technical data 

 

 

 

    Features : 

 Continuously adjustable output voltage and 

Frequency 

 Use of ambient air and no need for gas 

cylinders  

 High efficiency  

 One year warranty  

 

Application 

 
Atmospheric plasma jet is used to enhance the 

adhesion, improve the paint ability of various metals 

and polymer materials in the aerospace industry, 

printing and packaging materials, as well as in the wire 

and cable industry and production lines for printing 

durability, and in research institutes and laboratories to 

increase surface of wettability. 

 

ATMOSPHERIC PLASMA JET  

Supply AC line        230 VAC ± 50/60 Hz 

 

Output Voltage 0 –  20 kV  continuously variable (According to the order) 

Output Power 300 w  (According to the order) 

Indication Operation lamp indication 

Kilo Voltmeter  

Mili Amper Meter 

Frequency Meter  

Protection Input supply 

Fast blow fuse in controlled supply 

Operating temperature range -20 °C to +60°C 

Weight 8 Kg approximate 

Dimension of the housing (W * H * D)  320 x  150  x 250 mm 
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